
Powered by TCPDF (www.tcpdf.org)

http://www.tcpdf.org


SICEST (Sriwijaya International Conference on Engineering, Science and

Technology) is the firsrt regular conference organized by The Faculty of Engineering

Sriwijaya University focuses on engineering, science and technology in innovation

and development.

The objectives of the conference are:

To bring together experts active in engineering, science and technology

To explore research findings in the field of engineering, science and technology

To discuss current development in innovation of Engineering, science and

technology issues

To enhance collaboration and networking among experts in the field on

engineering, science and technology

Sriwijaya International Symposium on Civil 
and Architecture Engineering

Sriwijaya International Symposium on Chemical 
Process, Biotechnology & Energy Engineering 

Host :  Civil & Architecture Engineering Department

Host : Chemical Engineering Department

Sriwijaya International Symposium on Mechanical 
and Materials Science &Engineering

Host : Mechanical Engineering Department

Sriwijaya International Symposium on Mining, 
Geology and Environmental Engineering

Host : Mining and Geology Engineering Department

Sriwijaya International Symposium on Electrical 
and Computer Engineering

Host : Electrical Engineering Department

SYMPOSIA

OVERVIEW

SRIWIJAYA INTERNATIONAL CONFERENCE ON
ENGINEERING, SCIENCE & TECHNOLOGY - 2016

ISBN 979-587-621-1

i

HOME



SICEST Author’s Affiliations

SRIWIJAYA INTERNATIONAL CONFERENCE ON
ENGINEERING, SCIENCE & TECHNOLOGY - 2016

ISBN 979-587-621-1

ii

HOME



continued….. authors affiliations

UNIVERSITY / COLLEGE Mercu Buana University University of Indo Global Mandiri (UIGM) 

Sriwijaya University Pasundan University Jenderal Achmad Yani University 

Institute of Technology Bandung Syiah Kuala University The Islamic state University of Riau 

University of Indonesia State University of Padang PGRI University of Palembang 

Gadjah Mada University Pancasila University  The Islamic state University of Sunan Gunung Djati 

Padjajaran University Surya University Polytchnic of Manufaktur Astra 

Diponegoro University State University of Malang Mechanical Engineering College of Engineering Technology PLN 

Brawijaya University State Polytechnic of Sriwijaya Informatics Management and Computer College of Atma Luhur  

University of Bengkulu Tarumanagara University Institute Technology of Kalimantan 

Sebelas Maret University Khairun University University of Bangka Belitung 

Mataram University Gorontalo National University Parahyangan Catholic University 

Trisakti University  Ahmad Dahlan University Sultan Ageng Tirtayasa University 

University of North Sumatera Tridinanti University Institute Technology of Adhi Tama Surabaya 

University of Lampung University of Surabaya Industrial Technology College (STTIND) 

Andalas University Ministry of Public Works Polytechnic Academy of Technical Engineering Industry (ATMI)  

University of Jambi Telkom University Veteran National Development University of Yogyakarta 

Esa Unggul University Islamic University of Indonesia Tadulako University Palu 

Bina Nusantara University Gunadarma University Informatics Management and Computer College of MDP 

Indonesia Computer University Palcomtech Educational Sciences College of Kie Raha Ternate 

State University of Semarang Bina Darma University   NATIONAL AGENCY 

President University Budi Luhur  University National Nuclear Energy Agency of Indonesia 

Maranatha Christian University Musi Rawas University  The Agency for The Assessment and Application of Technology 

MH Thamrin University Sepuluh Nopember Institute of Technlogy Indonesian Institute of Sciences (LIPI) 

Polytechnic of Gajah Tunggal Widya Mandala Surabaya Catholic University Department of Education (Ngawi) 

Petra Christian University Muhammadiyah University of Palembang Indonesian Legumes and Tuber Crops Research Institutes (ILETRI) 

State Polytechnic of Bali Islamic Syarif Hidayatullah State Islamic University Agency for Marine and Fisheries Research and Development 

Dian Nuswantoro University Atma Jaya Universitasity of Yogyakarta Ministry of Public Works and Housing 

Tanjungpura University Lambung Mangkurat University Indonesia Toll Road Authority 

	

COMPANY AND OTHERS	
PT. Krakatau Steel PT. Pamapersada Nusantara 

PT Wijaya Karya Beton, Tbk Pertamina Upstream Technology Center 

Nanocenter Indonesia PT. Batamindo Investment Cakrawala 

PT Adaro Indonesia PT. Newmont Nusa Tenggara 

GeoPangea Research Group Sekampung River Organization (Mesuji) 

PT Teno Indonesia Watershed Management Technology Centre 

PT Ecophile Green Indonesia  

	

SRIWIJAYA INTERNATIONAL CONFERENCE ON
ENGINEERING, SCIENCE & TECHNOLOGY - 2016

ISBN 979-587-621-1

iii

HOME



World class universities and academic institutions are acknowledged by the

high quality of researches produced and large number of high impact research

publications. Therefore, high quality of researches and publications become the

primary mission for an academic institution to achieve. Sriwijaya University as

one of Indonesia ’ s leading universities has determined to support the

enhancement of researches and publications by providing platforms such as

international conferences.

Finaly, I am very grateful fo the dedicated efforts of all the committee members

who have involved in preparation, organization and administration of this event.

I hope this conference will provide opportunities to all of participants to

exchange ideas and result of their work and also to discuss future cooperation

plans in engineering, science and technology development.

Thank you very much for your kind participation and I wish you all the best of

luck.

Rector of Sriwijaya University

Prof. Dr. Ir. Anis Saggaff, MSCE

On behalf of Sriwijaya University, I am very much

privileged to congratulate all participants of The First

Sriwijaya International Conference on Engineering,

Science and Technology 2016 (SICEST 2016). This

conference is part of the activities to mark the 56th

year anniversary of Sriwijaya University.

Today our world is facing the engineering, science

and technology problems. Research and

development in Engineering, Science and

Technology are one of a few sectors that can move

forward and expected to be a share for regional and

global economic recovery. I hope this international

conference on engineering, science and technology

can partially respond to the above issues.
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In order to make SICEST2016 gives more benefit for scientific communities, this
conference is not only served as a media for research dissemination via presentation.
SICEST2016 develops publication cooperation with four SCOPUS indexed publications
to ensure the papers from this conference are well recorded in international database
and recognized worldwide.

It is our great wishes and expectation that all distinguished guests and participants will
get the benefits from this conference in order to make this event accomplishes its
missions.

May all participants will have memorable experiences in Bangka Island Indonesia and
enjoy the conference.

Best Regards

WELCOME NOTE 

Welcome to the 1st Sriwijaya International

Conference on Engineering, Science, and

Technology (SICEST) 2016. This conference is a

regular program organized by Faculty of Engineering

Sriwijaya University. In accordance with the rising

demand for global harmonization of education, there

will be increasing needs for international stages as

the media for international community to meet,

exchange ideas, cultures, and create collaborations.

SICEST is created as a partial effort to accelerate

international collaboration and dissemination of

researches in the field of Science, Engineering, and

Technology.

Dean

Prof. Subriyer Nasir, MS., PhD

SRIWIJAYA INTERNATIONAL CONFERENCE ON
ENGINEERING, SCIENCE & TECHNOLOGY - 2016

ISBN 979-587-621-1

FROM DEAN OF FACULTY OF 

ENGINEERING SRIWIJAYA UNIVERSITY

v

HOME



TABLE OF CONTENTS

SRIWIJAYA INTERNATIONAL CONFERENCE ON
ENGINEERING, SCIENCE & TECHNOLOGY - 2016

ISBN 979-587-621-1

vi

CIVIL ENGINEERING

ARCHITECTURE AND BUILT 

ENVIRONMENT

CHEMICAL PROCESS AND 

BIOTECHNOLOGY

ENERGY SCIENCE AND 

TECHNOLOGY

MECHANICAL AND 

MATERIALS ENGINEERING

MINING AND GEOLOGICAL 

ENGINEERING

ENVIRONMENTAL SCIENCE 

AND TECHNOLOGY

ELECTRICAL AND 

COMPUTATION ENGINEERINGHOME



SRIWIJAYA INTERNATIONAL CONFERENCE ON
ENGINEERING, SCIENCE & TECHNOLOGY - 2016

ENVIRONMENTAL SCIENCE AND TECHNOLOGY

Modification of Southern Bandung Waste Transportation Using Vehicle Routing Problem (VRP) 

– Nearest Neighbor Model

283Anni Rochaeni and Wahyukaton

Model Policy of Renewable Energy Resources of Waste Oil Palm Biomass In Sumatera Utara

288Aulia Ishak and Khalida Syahputri

Measuring Soil Recovery after Coal Minesite Rehabilitation in South Sumatra

293Dwi Setyawan, Adipati Napoleon, and Herlina Hanum

Superstructure Optimization Model for Integrated Urban Water Supply System – Bandung City, 

Indonesia

296E. Afiatun, S. Notodarmojo, A.J. Effendi, and  K.A. Sidarto

Hospital Wastewater: Prediction of Contaminant Characteristics and The Possibility of Hybrid 

Membrane Process

301Ian Kurniawan, Subriyer Nasir, Hermansyah, and Mardiyanto

The Development of Android App System for Monitoring of Reclaimed Mine Land Based on 

GPS Location of the Tree Revegetation

307Rossi Passarella, Huda Ubaya1, Sutarno, Ahmad Rifai and Osvari Arsalan

Low Temperature Thermal Remediation for Refinery Sludge Contaminated Soil

310SongYoung Ho, Ko Sung Hwan, Ju Hong Bae, and Baek Ki Tae

Degradation of Winery Wastewater using UV light, O3, and UV/O3

314Tuty Emilia Agustina,  Ha Ming Ang, and  Vishnu Pareek 

Study of Characteristics Habitat of Swamp Buffalo (Bubalus Bubalis) from Pampangan South 

Sumatra

321Yuanita Windusari, Laila Hanum, and Rahmat Pratama

ISBN 979-587-621-1

xi

HOMETABLE OF CONTENTS

ian
Highlight



BOARD OF EDITORS

SRIWIJAYA INTERNATIONAL CONFERENCE ON
ENGINEERING, SCIENCE & TECHNOLOGY - 2016

PROCEEDINGS OF SRIWIJAYA INTERNATIONAL CONFERENCE ON

ENGINEERING SCIENCE & TECHNOLOGY (SICEST 2016)

ISBN 979-578-621-1

View Online at:

http://ejournal.unsri.ac.id/index.php/SICEST2016

Editor-in-Chief
Tuty Emilia Agustina, PhD

Editorial Board Member

ISBN 979-587-621-1

 Prof. Wen Chien Lee 

National Chung Cheng University, Taiwan

 Prof. Shafian Sharif

Universiti Teknologi Malaysia, Malaysia

 Dr. Cynthia Fabian Madrazo

De La Salle University, Phillipine

 Elda Melwita, PhD

Sriwijaya University, Indonesia

 Rudi Heriansyah, PhD

Umm Al-Quro University, Kingdom of Saudi Arabia

 Makbul Anwari, PhD

King Abdul Aziz University, Kingdom of Saudi Arabia

 Setyawati Yani, PhD

UMI, Indonesia

 Widya Fransiska Anwar, PhD

Sriwjaya University, Indonesia

 Dr. Saloma    

Sriwijaya University, Indonesia

 Dr. Esa Prakasa

LIPI Indonesia

 Abu Bakar Siddik, PhD

Sriwijaya University, Indonesia

 Dr. Carolus Prasetyadi

UPN Yogyakarta, Indonesia

xiii

HOME

http://ejournal.unsri.ac.id/index.php/SICEST2016


STEERING COMMITTEE

SCIENTIFIC COMMITTEE

 Dr. Phil Lew is (Oklahoma State University-USA)

 Moh Seddik Meddah, PhD (Sultan Qaboos Univ-Oman)

 Prof. Yazid Bindar (ITB-Indonesia)

 Prof. Osman Adiguzel (Firat University-Turkey)

 Prof. Praveen Linga (NUS - Singapore)

 Prof.Ahmed Fazary (King Khalid Univ- Saudi Arabia)

 Dr. Nouruddeen Bashir Umar (ITB-Indonesia)

 Dr. Suryadi Ismadji (Widya Mandala Univ-Indonesia)

 Prof. Riman Sipahutar (Sriw ijaya University-Indonesia)

 Prof. Zainal Salam (UTM Malaysia)

 Dr. Rudi Heriansyah (Umm Al-Qura University)

 Assoc. Prof. Jafri bin Din (UTM Malaysia)

 Dr. Erna Yuliw ati (Sriwijaya University)

 Dr. Dina Muthmainah (Ministry of Marine Affairs & Fisheries 

Republic of Indonesia)

 Dhemi Harlan, Ph.D (ITB-Indonesia)

 Dr. IDedi Apriadi, MT. (ITB-Indonesia)

 Prof. Siti Nurmaini (Sriw ijaya University-Indonesia)

 Dr. Ruddy Kurniaw an (Andalas University-Indonesia)

 Dr. Rizqon Fajar (BPPT Indonesia)

 Setyaw ati Yani, Ph.D (UMI Makasar-Indonesia)

 Dr. Tri Kurnia Dew i (Sriw ijaya University-Indonesia)

 Assoc. Prof. Nik Rumzi bin Nik Idris (UTM Malaysia)

 Dr. SD. Sumbogo Murti (BPPT Indonesia)

 Dr. Ildrem (Padjajaran University-Indonesia)

 Prof. Hasan Basri (Sriw ijaya University Indonesia)

 Prof. Arief Junaidi (ITS-Indonesia)

 Prof. Muhammad Said (Sriw ijaya University)

 Dr. Dasapta Erw in Iraw an (ITB - Indonesia)

 Amrifan Saladin Mohruni, Ph.D (Sriw ijaya University)

 Salahuddin Husein, Ph.D (Gadjah Mada University)

 Dr. Ardiyanshah Syahrom (UTM – Malaysia)

 Prof. Erika Buchari (Sriw ijaya University-Indonesia)

 Dr. Nouruddeen Bashir Umar (UTM-Malaysia)

 Prof. Husni Husin (Syiah Kuala University)

 Dr. Agus Subekti (LIPI –Indonesia)

 Dr. Esa Prakasa (LIPI-Indonesia)

 Dr. Noor Azlinda binti Ahmad (UTM Malaysia)

 Joko Nugroho, Ph.D. (ITB-Indonesia)

 Dr. Ivan Affandi (SPS Technology-Indonesia)

 Prof. Andreas Wibow o (PU Dept. - Indonesia)

 Prof. Eddy Sutriyono (Sriw ijaya University-Indonesia)

 Dr. Agung Murti Nugroho

 Prof. Solehudin Husein (UTM-Malaysia)

 Dr. Novia Sumardi (Sriw ijaya University-Indonesia)

 Dr. Joni Arliansyah (Sriwijaya University)

 Dr. Wiryanto Dew obroto (Pelita Harapan Univ, 

Indonesia)

 Dr. Poedji Loekitow ati (Sriw ijaya University-Indonesia)

SRIWIJAYA INTERNATIONAL CONFERENCE ON
ENGINEERING, SCIENCE & TECHNOLOGY - 2016

Prof. David Charmichael (NSW University- Australia)
Prof. Anis Saggaff (Sriwijaya University-Indonesia)
Prof. Sunkuk Kim (Kyung Hee University-KOREA)

Prof. Agus Sasmito (McGill University-Canada)
Prof. Wen Chien Lee (AFOB-Taiwan)

Prof. Kikuchi Masanori (NIMS - Japan)
Prof. Takahashi Akiyuki (Tokyo University of Science-Japan)
Prof. Andreas Wibowo (Ministry of Public Work-Indonesia)

Prof. Wimpy (Parahyangan University-Indonesia)
Prof. Johannes Widodo (NUS-Singapore)
Dr. Soni Solistia Wirawan (BPPT-Indonesia)

Dr. Tatang Hernas Soerawidjaja (ITB- Bandung)
Prof. Zainuddin Nawawi (Sriwijaya University-Indonesia)

Prof. Safian Sharif (UTM-Malaysia)
Prof. Subriyer Nasir (Sriwijaya University-Indonesia)
Sukmandaru Prihatmoko M.Sc (IAGI-Indonesia)

ISBN 979-587-621-1

xiv

HOME



 

 

301 

ISBN 979-587-621-1 

 

Hospital Wastewater: Prediction of Contaminant Characteristics and 
the Possibility of Hybrid Membrane Process  

Ian Kurniawan*1, Subriyer Nasir2, Hermansyah2, Mardiyanto2 
1Doctoral Student of Environmental Sciences (Universitas Sriwijaya, Indralaya, Indonesia)  

2, Doctoral Program of  Environmental Sciences (Universitas Sriwijaya, Indralaya, Indonesia)  

 

Abstract: Hospital as one of the possible causes of water pollutants containing infectious, pathogens, toxic, biodegradable, radioactive 

contaminants, pharmaceutical product that can be a hazard agent in the environment. Wastewater treatment plant owned hospitals 
generally have not been able to eliminate with either of these compounds. National estimates of production wastewater 48.985,70 
tons/day, which the total of hospitals in Indonesia as 2.410 hospitals with beds 295.035. The focus of hospital wastewater treatment in 
Indonesia is basically accordance with government regulations for reducing the chemical, physical, biological and radioactive materials 
from the wastewater. Climate of Indonesia is located in tropical regions may be produce additional types and other characteristics of 
wastewater. The Objective of this study to give an overview study of the new pollutant types of contaminants that require special 
processing through a hybrid membrane technology. The method used in this research were study literature of any membrane process 
in other countries and investigation of secondary data from multiple hospitals in Indonesia to determine the wastewater characteristics 
with government regulation. The study of result showed the characteristics of hospital wastewater of tropical region to provide 
suggestions scientifically for improvements government regulations that are currently used in Indonesia. The other result of this study 
can provide a picture of hybrid membrane technology in reducing the special waste with optimum process. 

Keywords: Water Pollutans, Hospital Wastewater, Tropical Region, Hybrid Membrane.     1 

                                                        
e-mail: iankurniawan019@gmail.com* 
 
1. INTRODUCTION 

The frequency of water increased in a row with technological 
developments and population growth. [1] World Health Statistics 
reported in 2015 showed that about 85% of the population in 
Indonesia requires access to clean water for life. Accordingly, in 
recent decades the public is increasingly aware as the 
importance to solved  environmental problems, especially the 
availability of clean water sources and sustainability of natural 
resources. 

Environmental Technology Center through the Agency in 
2010 [2] reported that the potential of water in Indonesia is 
currently estimated at 15,000 m3/capita/year. In 2020 the total 
potential is estimated at 1200 m3/capita/year, while the natural 
potential for a viable economy managed only 35%, so the real 
potential 400 m3/capita/year, under of the UN minimum 
amounting to 1,000 m3 /capita/ year.  

Data in 2014 from the Ministry of Health reported [3] 
Indonesia has 2,410 hospital beds with 295.035. Sumatera 
Selatan has 55 hospitals in Palembang as many as 27 hospitals. 
[4] National estimates hospital solid waste product by 376.089 
tons/day and wastewater excess 48.985,70 tons/day. [5] Organic, 
Inorganic chemicals and drugs used in hospital operations are 
potential sources of water pollution. [6,7,8,9,10,11,12] Hospital 
operations have the potential to produce waste caused 
environmental pollution. [13] Hospital including producers of 
hazardous wastes and toxic (B3) from specific sources waste 
code D.227. The wastewater effluent volume capacity of each 
hospital is different, it can be determined by the number of 
patients and the average water consumption. 

Waste water management of the hospital is one way to 
ensure the sustainability of water resources and the environment. 
Wastewater treatment plant (WWTP) is one way that can be 
done to minimize contamination of hospital waste. WWTP is an 
instrument that is generally a combination of three wastewater 
treatment process of physical-mechanical, biological or chemical. 
Physical-mechanical processing and chemical essentially the 
same as wastewater treatment to get clean water. Biological 

wastewater treatment that many common is the activated sludge 
process. 

[14] Hospitals have various substances and chemical 
reagents used for medical purposes such as diagnosis and 
research, once used for diagnostics, disinfection and pharmacy. 
It can’t metabolized by the patient's body then gets mixed with 
hospital wastewater. Hospital as one of the causes emission of 
pollutants that generate waste of drugs. [15] Wastewater 
treatment plant owned hospitals generally have not been able to 
eliminate of these compounds. 

[16] The problems that occurred that wastewater treatment 
technology the hospital has not degraded compounds are 
persistent in the environment effectively, especially wastewater 
containing drugs and micropollutans containing pathogenic 
bacteria. Pharmaceuticals and personal care products (PPCPs) 
are chemical pollutants with high solubility and bioactivity caused 
health complications in humans and living organisms. 
Pharmaceuticals and personal care products (PPCPs) were 
detected mainly through wastewater eventually reach the surface 
and ground water.  

[17] Research in Saudi Arabia for wastewater hospitals to get 
the results of the 19 drugs investigated, four types of drugs - 
drugs (acetaminophen, metformin, norfluoxetine, atenolol) have 
been found in concentrations greater than the detection limit both 
in effluents and waste from WWTP. [18,19,20] Residual 
chemicals and pharmaceuticals from hospital wastewater that 
can’t eliminate by the installation system in general will be a 
residue, viruses and bacteria transformed as agent multiresisten 
in the environment. [21,22, 23,24,25,26] Some of the studies that 
have been done concluded that the installation of effluent 
treatment owned by the hospital does not have the ability to 
reduce waste water containing medicines. 

[27] Membrane technology as one of the installation of 
effluent treatment plants, developments and progress has been 
promising in the process with the principle of the separation and 
purification of drinking water. [28] Membranes can be defined as 
the process of separation of components of fluid flow, the 
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membrane serves as a highly selective barrier between two 
phases and components. [29] Membranes based on particle size 
filtered consist of microfiltration, ultrafiltration, nanofiltration and 
reverse osmosis. 

[30] The membrane process offers significant advantages due 
to the operational simplicity, flexibility, cost-effectiveness, 
reliability, low energy consumption, good stability, environmental 
compatibility, easy control, handling and scale with operating 
conditions such as temperature, pressure, and pH.  

[31] The weaknesses of the processing use all kinds of 
membranes is the occurrence of fouling (clogging) caused by the 
interaction between the components, it can be anticipated with 
the optimization of the design and operating conditions 
(replacement membrane, backflushing, chemical cleaning). 

[32] Membrane technology could be a solution in wastewater 
treatment hospital. The development of membrane can be 
combined (Hybrid Process) nanofiltration membrane and reverse 
osmosis. Hybrid Process nanofiltration and reverse osmosis 
membrane technology has not been used in hospital wastewater 
treatment. [33] Nanofiltration process combined with reverse 
osmosis can reduce impurity components have characteristics 
containing residues of drugs, the ability to eliminate the 
contaminants by 94% - 100%. 

Further review of the system of WWTP in several hospitals in 
Indonesia, mostly using an activated sludge treatment system 
with a combination of aerobic and anaerobic pond. Most hospitals 
are not identifying drug compounds and other pathogenic 
bacteria from the WWTP effluent because the quality standards 
set by the government does not regulate in detail the components 
of other micropollutans. 

 
2. HOSPITAL WASTEWATER 

A. The Regulation of Indonesia 
The Regulation of quality standards on of hospital wastewater 

effluent at Indonesia seen in Table 1 [34, 35, 36]. [37] The quality 
of the wastewater of hospital in the city of Malang and some 
reports a study of wastewater treatment quality hospitals in 
Indonesia (RS. Kelet Jepara, RS Dr. Muhammad Zein Painan 
West Sumatra, RS Permadi, RSU Prov. NTB, RS Dr. Wahidin 
Sudirohusodo South Sulawesi, RS PKT Bontang; RS 
Persahabatan) concluded the facts and data that are relatively 
the same aspects (physics, chemistry, biology and radioactivity) 
and does not focus on researching the content of medicines in 
the waste due to limitations of technology and the government 
regulations didn't set specifics. 

B. Contaminant Characteristics of Hospital Wastewater 
Review research on characteristics of hospital wastewater on 

aspects of physics, chemistry, biology and the radioactivity is 
visible on a summary table 2. 

Specific research studies examining contaminants medicines, 
including studies conducted found some compound drugs such 
as Methamphetamines, Morpine, Codeine and Ketamine, which 
are present in wastewater effluents hospital after processing with 
the concentration of 1240, 378, 260 and 206 ng L – 1 [50]. [51] 
Antibiotic compounds such as Ciprofloxacin, Sulfamethoxazole, 
Ofloxacin, Clarithromycin, Azithromycin, Acetaminophen and 
Ibuprofen. [52] Antibiotic compounds classified in groups The 
Polar Organic Chemical Integrative Sampler (POCIS) compounds 
(Atenolol,Prednisolone, Methylprednisolone, Sulfamethoxazole, 
Ofloxacin, Ketoprofen). [53] Ciprofloxacin, Tamoxifen and 
Cyclophosphamide. Antibiotics Dexamethasone. [54] 
Carbamazepine. [55] Diclofenac, Amiodarone, Ritonavir, and [56] 
Amoxicillin, Ciprofloxacin, Fluoroquinolones, Arsenic, Mercury, 
Metracyclines, Sulfonamides and Penicillin G. 

 

Table 1. Regulation of Hospital Wastewater in Indonesia 

Parameter Concentration 

Physics  

Temperature 300 C 

Chemical  

pH 6 - 9 

BOD5 30 mg/L 

COD 80 mg/L 

TSS 30 mg/L 

NH3 0,1 mg/L 

PO4 2 mg/L 

Microbiology  

MPN Coli 10.000 

Radioactivity  
32P 7 x 102 Bg/L 

S 2 x 103 Bg/L 
45Ca 3 x 102 Bg/L 
51Cr 7 x 104 Bg/L 
67Ga 1 x 103 Bg/L 
85Sr 4 x 103 Bg/L 

99Mo 7 x 103 Bg/L 
113Sn 3 x 103 Bg/L 

125I 1 x 101 Bg/L 
131I 7 x 101 Bg/L 
192Ir 1 x 104 Bg/L 
201Ti 1 x 106 Bg/L 

 
Table 2. Research based on Hospital Wastewater Parameter 

Parameter Concentration 

[38] Conductivity, μS/cm  300–000 

[22] pH   6–9 

[39] Redox potential, mV 850-950 

[40] Fat and oil, mg/L  50–210 

[6] Chlorides, mg/L  80–400 

[41] NH4, mgNH4/L   10 - 68 

[40] Nitrite, mg NO
2
/L  0.1 - 0.58 

[42,43] Nitrate, mg NO
3
/L  1 – 2 

[39,40] Phosphate, mg P-PO
4
/L 6 – 19 

[44] Suspended solids, mg/L 120 – 400 

[45,46] Microorganisms, MPN/100 mL E. 
coli  

10
3

–10
6

 

[45] Enterococci  10
3

–10
6

 
[39] Total surfactants, mg/L 4–8 

[47,48] Total disinfectants, mg/L 2–200 

[49] Specific disinfectants : 
BAC_C12–18, μg/L  
BAC_C12, μg/L  
DDAC-C10, μg/L  

 
49 
34 

102 

[48] Antibiotics, μg/L  30–200 

[48] Antinflammatories, μg/L 5–1500 

[48] Lipid regulators, μg/L  1–10 

[48] Cytostatic agents, μg/L  5–50 

[48] ICM, μg/L  0.2–2600 

[48] Beta-blockers, μg/L  0.4–25 

 
3. MEMBRANE PROCESS 

A. The Characteristics of Membrane 
[57] The membrane technology has a good ability as a filter 

barrier to contaminants or pollutant compounds that can be 
separated from the waste. Mechanism process model 
membranes have a good concept because only compounds that 
have a diameter smaller than the pores that can pass through a 
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membrane filter. The membranes are in a process of becoming a 
selective separator filter with some substances that can pass 
through the membrane, while other substances maintained.  

Membrane filtration can be used as an alternative technology 
wastewater purification in addition to flocculation, sediment 
purification techniques, adsorption, sand filters and activated 
carbon filters, ion exchange, extraction, and distillation. The 
concept of the performance of the membrane can be seen in Fig. 
1 that only contaminant particles are smaller than the membrane 
pores that can pass through the membrane breaks. 

 

Fig. 1 Membrane Mechanism Process 

Water treatment process is divided into several types, 
membrane microfiltration (MF), ultrafiltration (UF), reverse 
osmosis (RO) and nanofiltration (NF) membrane. [58] MF 
membranes that have pore sizes of the largest and usually 
reduce large particles and various microorganisms. UF 
membranes have smaller pores of the membrane MF, therefore 
in addition to large particles and microorganisms, they can resist 
bacteria and soluble macromolecules such as proteins. RO 
membranes are effectively non-porous and includes many 
elements of particles low molar mass such as salt ions and 
organic. NF membranes are relatively new as porous 
membranes, because the pores in the order of 10 angstroms or 
less. A comparison between some membrane technology, in his 
latest Membrane Technology and Engineering for Water 
Purification provides a comparison of membrane technology 
based on membrane pore size diameter [59] as shown in Fig. 2. 

 
B. Hybrid Membrane Process  

 

[60] Development of a high-pressure membrane processing 
technology (RO and NF) to eliminate compounds Soluble organic 
compounds (DOC), Polycyclic Aromatic Hydrocarbon (PAH), 
Trihalomethanes (THM), volatile Haloacetic Acids (HAA), 
Pharmaceutical Active Compounds (PhACs) and Endocrine 
Disrupting Compounds (EDCs). ECDs include a variety of 
micropollutants, namely xenoestrogens, phthalates, 
polychlorinated biphenyls, alkilfenol, synthetic drugs, hormones 
and other chemicals produced by humans then enter into the 
environment. [61] Produces technology NF and RO which is 
capable of the reduction of Cyclophosphamide > 90%.  

The comparison between the combination of processes that 
can be used in the reduction of contaminants in wastewater can 
be seen in table 3 [62]. The Hybrid Process using NF and RO 
membrane has a very good ability in the reduction of the typical 
hospital waste containing residues of medicines and other 
contaminants. The percentage reduction of contaminants that 
occur when processes demonstrates the ability of the average 
above 90%. 

Table 4. Serves a wide range of research and previous 
studies ever done in the various countries regarding the reduction 
of hospital wastewater containing residues of medicines by using 
nanofiltrasi and the reverse osmosis system. 

 

 

 
Fig. 2 Comparison of Membrane Process 

 
Table 3. Comparison of Membrane Process 

Type 
Process 

MF/UF NF/RO 

Used Particle and 
microorganism 

Sea water, 
micropollutans, 
Natural organic matter 
(NOM) 

Contaminant Partikel Dissolved solutes 

Membrane 
module 

Hollow fiber Spiral wound 

Flow Type Dead end Cross-flow 

Material Polymer, 
ceramic 

Polymer 

 
4. CONCLUSIONS AND RECOMMENDATIONS 

Reality of circumstances, WWTP still leaves many problems 
and obstacles. The magnitude of the location where the 
instrument processing and cost required either for installation or 
maintenance can cause an economic burden on hospitals will 
increase. The resulting effluent from the WWTP still require 
further processing, so it will take the energy and the high cost. 

The content of these contaminants is influenced by the type of 
hospitals, the amount of beds, amount of patients and the climate 
of a country. That fact can be proved by a study of the literature 
on several previous countries concluded that existing systems 
are not able to reduce to the maximum content of hospital 
wastewater. The Government should develop and revise 
regulations in order to improve the system of governance in 
hospital wastewater treatment. 
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The technology of wastewater treatment by hybrid process 
combines two processes nanofiltration membrane and reverse 
osmosis in Indonesia based on the literature search has not been 
done in the reduction of hospital wastewater containing residues 
of medicines. The climate of the region that have tropical 
characteristics, make a possibility additional types and 
characteristics of hospital wastewater. 

Hospital wastewater has potential polluters that are very 
harmful to the environment, so that should the contaminants are 
reduced by a latest technology that is effective, efficient and able 
to reduce these contaminants to the maximum. The 
recommmendation is wastewater treatment system in hospitals 
by using nanofiltrasi membrane technology and reverse osmosis 
can reduce contaminants existing polluters in the wastewater of 
the hospital. An important use of the latest technology developed 
the installation of hospital wastewater treatment to replace the 
current technology because it still finds some compounds 
micropollutans after passing through the WWTP process.    

 
Table 4. The Ability of Hybrid Membrane Process 

Contaminant  % Reduction 

Endocrine disrupting compounds (EDCs) 
and pharmaceutically active compounds 
(PhAC) 

>90% [63] 

Bezafibrate, bisoprolol, carbamazepine, 
klaritromisin, ciprofloxacin, diklofenak, 
ibuprofen, metronidazol, moksifloksasin, 
telmisartan dan tramadol 

70% [45] 

Pharmaceutical active compounds 
(PhACs), carbamazepine (CBZ) and 
diatrizoate (DTZ) 

Variation of a % 
reduction, [64] 

Pharmaceuticals Waste (sulfamethoxazole, 
trimethoprim, ciprofloxacin, 
dexamethasone, and febantel) 

94 - 100%. [33] 

Enrofloxacin > 92%. [65] 

Endocrine disrupting compound, bisphenol 
A (BPA) 

> 98% [66] 
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